
Protecting people and our planet

Mini LED lightbar

®

Mini LED lightbar with an exceptional 360° light 
coverage, designed to increase the safety of the 
emergency or service vehicle. The compact 
dimensions allows the installation at various points 
around the vehicle and requiring a minimum of space.
Available in amber and blue LED lights, amber or clear 
lenses to adapt to different market needs.

Two installation options are offered: a permanent 
version with a fixed mounting bracket for a easy 
installation, and a magnetic mount version featuring 
four high-strength magnets with scratch-resistant 
silicone protection, ensuring secure attachment even 
at high speeds. The magnetic version includes a 
cigarette lighter plug, making it ideal for immediate 
use in emergency situations.

The compact size of the mini LED 
lightbar allows to install it at various 
points around the vehicle, occupying a 
minimum of space.

DIMENSIONS

Designed to suit different needs for 
Police, Fire, Ambulance and Heavy 
Duty.

DIVERSITY OF APPLICATIONS

The permanent version allows for easy 
installation with a fixed mounting 
bracket, and the magnetic version with 
cigarette lighter plug allows temporary 
marking of any desired vehicle.

INSTALLATION OPTIONS

Solaris® LED reflector technology 
maximizes the distribution of the light 
beam in the 360º surrounding the 
vehicle, avoiding the appearance of 
shadows and eliminating dark spots.

SOLARIS® LED REFLECTOR

It connect the electronic circuits to 
each other, considerably reducing the 
number of electrical connections 
inside the lightbar.

ROC TECHNOLOGY

The Highlighter Micro mini LED 
lightbar is approved according to 
European Standard R65 and complies 
with the European Electromagnetic 
Compatibility Directive R10.

APPROVALS

HighLighter  Micro

R65 
R10



Technical Specifications

How to order
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R65
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Highlighter Micro dimensions 

Magnetic mount

Reference Description

Permanent mount

2010891PL Highlighter Micro Amber LEDs, Amber dome, permanent mount, 12-24V, R65 class 1

2010892PL Highlighter Micro Amber LEDs, Clear dome, permanent mount, 12-24V, R65 class 1

2010893PL Highlighter Micro Blue LEDs, Clear dome, permanent mount, 12-24V, R65 class 1

Magnetic mount

2010894PL Highlighter Micro Amber LEDs, Amber dome, magnetic mount, 12-24V, R65 class 1

2010895PL Highlighter Micro Amber LEDs, Clear dome, magnetic mount, 12-24V, R65 class 1

2010896PL Highlighter Micro Blue LEDs, Clear dome, magnetic mount, 12-24V, R65 class 1

Voltage 12-24V

Temperature of use -40°C to 65°C

LED colour Blue, Amber

Lens colour Amber, Clear 

Dimensions (L x W x H)
Permanent: 259 x 148 x 41mm

Magnetic: 259 x 148 x 55 mm

Weight (with mounting brackets)
Permanent: 0.77 kg

Magnetic: 0.97 kg
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